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      TR-71wf brezžični temperaturni datalogger[TR-71wf]

    


	
  		
			

		


    


    
	






	




	  
      	
		
            
            	TR-71wf brezžični temperaturni datalogger[TR-71wf]

            

            
            
                	
                    	Cena :
                   	

                    
						Vaša cena : 212,28 €
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	Mnenja


        
            
               			Funkcionalnost


Testirani, izpolnjujejo zahtevi RTCA DO-160E, Section 21 (Radio Technical Commission for Aeronautics). Naprava je testirana in ne povzroča motnje delovanja med poletom. (www.rtca.org). Opremljen z LCD display-em, ki prikazuje temperaturno stanje, stanje preseženih vrednosti, stanje baterije in delovanje. Merilnik ima 16.000 točk spomina z nastavitvijo intervala beleženja od 1 sekunde do 1 ure. Življenska doba baterije je 4 leta. Z direktno povezavo na vaš računalnik je možno spremljati "žive" podatke.


 


	Sensor	Thermistor

			(Internal / External)
	Measurement Channels	Temperature 2ch 

			(Internal 1ch / External 2ch)
	Measurement Units	°C, °F
	Measurement Range	Internal Sensor	-10 to 60°C *1
	External Sensor	-40 to 110°C (Supplied Sensor) 

			-60 to 155°C (Optional Sensor: Fluoropolymer Coated Type)
	Accuracy	Avg. ±0.3°C 

			at -20 to 80°C 

			Avg. ±0.5°C 

			at -40 to -20°C / 80 to 110°C
	Measurement Resolution	0.1°C
	Responsiveness	Thermal Time Constant: Approx. 75 sec. 

			Response Time (90%): Approx. 190 sec.
	LCD Display Items	Measurements (fixed or alternating display), Battery Warning Mark, etc.
	Logging Capacity	8,000 data sets (One data set consists of readings for all channels in that type of unit.)
	Recording Interval	Select from 15 choices: 1, 2, 5, 10, 15, 20, 30 sec. or 1, 2, 5, 10, 15, 20, 30, 60 min.
	Recording Mode	Endless (Overwrite oldest data when capacity is full) or One Time (Stop recording when capacity is full)
	Auto-upload Interval	Select from 15 choices: OFF (No auto-upload), 1, 2, 5, 10, 15, 20, 30 min. or 1, 2, 3, 4, 6, 12, 24 hrs.
	Communication Interfaces	
			Wireless LAN Communication


			TR-7wf

				Standard: IEEE 802.11b 

			Security *2: WEP (64bit/128bit), WPA-PSK(TKIP), WPA2-PSK(AES) 

			WPS 2.0: Push Button Configuration 

			Protocol: HTTP *3, DHCP, DNS
	
			Wired LAN Communication


			TR-7nw

				100BASE-TX/10BASE-T (RJ45 Connector) 

			Protocol: HTTP *3, DHCP, DNS
	
			USB Communication


			TR-7wf/nw

				USB 2.0 Mini-B connector
	Power	AA Alkaline Battery × 2 (AA Ni-MH batteries may also be used), USB Bus Power (5V 200mA), 

			PoE IEEE 802.3af (TR-7nw only)
	Battery Life *4	With LAN communication: Approx. 10 days to 1.5 years *5

			Without LAN communication: Approx. 1.5 years
	Dimensions	H 58mm × W 78mm × D 26mm
	Weight	TR-7wf: Approx. 55 g

			TR-7nw: Approx. 65 g
	Operating Environment	Temperature: -10 to 60°C *6 Humidity: 90%RH or less (no condensation)
	Accessories *7	Temperature Sensor (TR-0106) × 2, AA Alkaline Battery (LR6) × 2, Registration Code Label, USB Mini-B Cable (US-15C), Manual Set (Warranty Included)
	Software	TR-7wf/nw for Windows, T&D Graph, T&D Thermo
	Compatible OS *8	
			PC Software

				Microsoft Windows 8 32/64bit *9 

			Microsoft Windows 7 32/64bit 

			Microsoft Windows Vista 32 bit (SP1 or later) 
	
			Mobile App

				Android OS, iOS
	Display Languages *10	English




	*1：For TR-71wf: When wireless LAN communication is used frequently, the measurement of the internal sensor may rise by around 0.3°C.

	For TR-71nw: When using PoE or USB as the power supply, the data logger itself generates heat and internal sensor will report a temperature approximately 15°C higher than ambient; we recommend using an external temperature sensor.
	*2: The WPS feature is not available when WEP(64bit/128bit) or WPA-PSK(TKIP) is selected in Access Point Settings. If you wish to use the WPS feature, please select WPA2-PSK(AES) or disable wireless security.
	*3: HTTP client. Proxy supported (for firmware version 1.05 or above for TR-7wf).
	*4: Battery life varies depending upon multiple factors including frequency of communication, LAN environment, ambient temperature, recording interval, and battery performance. All estimates are based on operations carried out with a new battery and are in no way a guarantee of actual battery life.
	*5: Approx. 10 days when Auto-upload Interval is 1 min, 1 yr when 1 hr, 1.5 yrs when 12 hrs or more.
	*6: -10 to 45°C when using external power (PoE or USB). (for TR-7nw)
	*7: Software is not included in the package, but can be downloaded free of charge from the download page.
	*8: For installation, it is necessary to have Administrator (Computer Administrator) rights.
	*9: If you are using Windows 8, please note that our software is designed to be used in "Desktop" mode only.
	*10: We recommend using an operating system in the same language as the display language. Operation in different languages is not guaranteed.



            

			
            
              
			  
			Trenutno ni ocenjenih izdelkov.
Napiši oceno
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  Proizvajalci
  Izberite ...
ALPFRIGO
Coldway
Discover
Dometic
EUROENGEL
HW Group
Lascar
Liebherr
Madgetech
National Lab
Proges Plus
Scanntronik
Sofrigam
TandD
Trotec
WIND2MEASURE





  Hitro iskanje
           
Vpišite ime izdelka, ki ga iščete.
Napredno iskanje    
  


  Kaj je novega?
  
RTR-500BC USB sprejemnik
267,55 €


  Informacije o proizvajalcu
  	
	 
	Več izdelkov
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                        Škatla  2/8°C 13L/24
                        INITIAL BOX - transportna embalaža 

...
Več o tem
						
                    


            

        
 
         
        	Podpora

            	
                    	O nas
	Pogoji uporabe
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	Izjava o zasebnosti
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                    1235 RADOMLJE                 

                
                    Pošljite nam e-pošto:
                    

                    info@repa.si
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                    041 612 309                
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