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      RTR-322 in 300 Merilnik za temperaturo in vlago log-EZ in USB sp[RTR-322300]

    


	
  		
			

		


    


    
	






	




	  
      	
		
            
            	RTR-322 in 300 Merilnik za temperaturo in vlago log-EZ in USB sp[RTR-322300]

            

            
            
                	
                    	Cena :
                   	

                    
						Vaša cena : 191,54 €
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     	Opis
	Mnenja


        
            
               			Uporabniku prijazen RTR-322 datalogger za temperaturo in vlago log-EZ se lahko enostavno uporablja za merjenje in beleženje temperature in vlažnosti v različnih krajih, kot so hiše in poslovne stavbe. Omogoča sprejem podatkov iz več enot z enim sprejemnikom. Brezžična komunikacija je enostana, prek enega računalnika.

Preprost in enostaven za zbiranje podatkov prek brezžičnega komuniciranja, podatki se prenesejo samodejno. Možno podaljševanje s repetitorjem z do 16 merilnih enot.

 
	
            FCC model / CE model

            	
            "log-EZ" RTR-322

            
	
            Number of Channels

            	
            2 Ch (Temperature/Humidity)

            
	
            Measurement Items

            	
            Temperature

            	
            Humidity

            
	
            Measurement Range

            	
            0 to 50°C

            	
            15 to 90%RH

            
	
            Display Resolution

            	
            0.1°C

            	
            1%

            
	
            Accuracy

            	
            ±1°C (0 to 50°C)

            	
            ±6%RH (At 25°C 50%RH)

            
	
            LCD Refresh Interval

            	
            4 sec.

            
	
            Recording Interval

            	
            10 min.(Fixed)

            
	
            Logging Capacity

            	
            1,440 data sets (One data set consists of readings for all channels in that type of unit.) (*1)

            
	
            Operation

            Mode

            	
            Registration

            Mode

            	
            After inserting battery: 5 min. (For First Remote Unit Registration) / 2 min. (For Battery Replacement)

            
	
            Recording

            Mode

            	
            Overwrite the oldest data when capacity is full

            
	
            LCD Displayed Items

            	
            Measurement and Recording Status / Amount of Recorded Data / Communication Status / Recording Mode / Battery Life Warning / Measurements (Temperature and Humidity: alternating display) / Unit of Measurement

            
	
            Power

            	
            AA Alkaline Battery x 1

            
	
            Battery Life

            	
            About 6 months (*2)

            
	
            Communication Method

            	
            Wireless Communication (internal antenna) between "log-EZ" (RTR-322) and "Wireless Dongle" (RTR-300)

            
	
            Radio Standard Specifications

            	
            FCC Part15 Section247/ IC RSS-210 (Frequency Range: 2.4GHz(*3))

            ETSI EN 300440-2 (Frequency Range: 2.4GHz(*3))

            
	
            Wireless Communication Range

            	
            About 50meters[160ft] (if unobstructed and direct)

            
	
            Dimensions

            	
            Tubular Shape Dia 36mm x L85mm

            
	
            Weight

            	
            About 62g (including AA Alkaline Battery)

            
	
            Operationg

            Environment (*4)

            	
            Temperature: 0 to 50°C

            Humidity: 90%RH or less (without condensation)

            




 


	
            FCC model / CE model

            	
            Wireless Dongle RTR-300

            
	
            Power

            	
            USB Bus Power (5V)

            
	
            Interface

            	
            USB

            
	
            Radio Standard

            Specifications

            	
            FCC Part15 Section247 / IC RSS-210 (Frequency Range: 2.4GHz (*1))

            ETSI EN 300440-2 (Frequency Range: 2.4GHz (*1))

            
	
            Wireless

            Communication Range

            	
            About 50 meters [160 ft] (if unobstructed and direct)

            
	
            Dimensions

            	
            L79.5mm x W19.5mm x D9.4mm

            
	
            Weight

            	
            11g

            
	
            Operationg

            Environment (*2)

            	
            Temperature: 0 to 50°C

            Humidity: 90%RH or less (without condensation

            



            

			
            
              
			  
			Trenutno ni ocenjenih izdelkov.
Napiši oceno
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  Proizvajalci
  Izberite ...
ALPFRIGO
Coldway
Discover
Dometic
EUROENGEL
HW Group
Lascar
Liebherr
Madgetech
National Lab
Proges Plus
Scanntronik
Sofrigam
TandD
Trotec
WIND2MEASURE





  Hitro iskanje
           
Vpišite ime izdelka, ki ga iščete.
Napredno iskanje    
  


  Kaj je novega?
  
Medicinski hladilnik Dometic DS 301 H in kalibracija z validacij
1.516,12 €


  Informacije o proizvajalcu
  	
	 
	Več izdelkov


	
 






 
	 
         
        	Zadnji izdelki

        	
            		
                    	                    	
                        Škatla  2/8°C 13L/24
                        INITIAL BOX - transportna embalaža 

...
Več o tem
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	Pogoji uporabe
	Vračila
	Dostava
	Izjava o zasebnosti
	Nastavitev zasebnosti - Piškotki


				

        
 
         
        	Informacije

            
                
                    Rudnik 13
                    

                    1235 RADOMLJE                 

                
                    Pošljite nam e-pošto:
                    

                    info@repa.si
                

                
                    Pokličite nas
                    

                    041 612 309                

				
				

				
                
                    Online:
                    

                    skype: gassko                

                
			
				  
				 Facebook				 
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