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            	TR-73U Datalogger za temperaturo, vlago in pritisk[TR73U]
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						Vaša cena : 330,62 €
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     	Opis
	Mnenja


        
            
               			Funkcionalnost


Testirani, izpolnjujejo zahtevi RTCA DO-160E, Section 21 (Radio Technical Commission for Aeronautics). Naprava je testirana in ne povzroča motnje delovanja med poletom. (www.rtca.org). Opremljen z LCD display-em, ki prikazuje temperaturno stanje, stanje preseženih vrednosti, stanje baterije in delovanje. Merilnik ima 16.000 točk spomina z nastavitvijo intervala beleženja od 1 sekunde do 1 ure. Življenska doba baterije je 4 leta. Z direktno povezavo na vaš računalnik je možno spremljati "žive" podatke.


 

 




	TR-73U
	Sensor	TR-3100 (External) (*1)	Barometric Pressure Sensor (Internal)
	Thermistor	Polymer Resistance
	Measurement Channels	Temperature 1ch	Humidity 1ch	Barometric Pressure 1ch
	Units of Measurement	°C, °F	%RH	hPa
	Measurement Range	0 to 50°C (Supplied Sensor)

			-40 to 110°C (Optional Sensor)	10 to 95 %RH	750 to 1100 hPa
	Accuracy	Avg. ± 0.3°C [0 to 50°C]	±5 %RH 

			[at 25 °C, 50 %RH]	±1.5 hPa
	Measurement Resolution	0.1°C	1 %RH	0.1 hPa
	Responsiveness	Response Time (90%): Approx. 7 min.	4 seconds or 40 seconds if recording interval is 10 sec. or more.
	Logging Capacity	8,000 data sets (One data set consists of readings for all channels in that type of unit.)
	Recording Interval	Select from 15 choices: 1, 2, 5, 10, 15, 20, 30 sec. or 1, 2, 5, 10, 15, 20, 30, 60 min.
	Recording Mode	Endless (Overwrite oldest data when capacity is full) or One Time (Stop recording when capacity is full)
	LCD Display Items	Measurements (fixed or alternating display), Battery Warning Mark, etc.
	Communication Interfaces	USB Communication, Serial Communication (RS-232C) (*2)
	Power	AA Alkaline Battery (LR6) x 1
	Battery Life (*3)	Approx. 10 months
	Dimensions	H 55 mm x W 78 mm x D 18 mm
	Weight	Approx. 62 g (including battery)
	Operating Environment	Temperature: -10 to 60 °C

			Humidity: 90 %RH or less (no condensation)
	Accessories	Temperature-Humidity Sensor (TR-3100) x 1
	AA Alkaline Battery (LR6), USB Communication Cable (US-15C), Software (CD-ROM), User's Manual Set (Warranty Included)
	
				*1 : It is also possible to measure temperature with the internal sensor. However, the measurement range is restricted to the operating environment for the whole device.
	*2 : Customers wishing to write their own software, please contact your local distributor for the serial communications protocol specifications. (Note: Optional serial communication cable TR-07C is also required.)
	*3 : Battery life varies depending upon the ambient temperature in which it is used, the recording interval, the frequency of communication, and the battery performance. All estimates are based on operations carried out with a new battery and are in no way a guarantee of actual battery life.


			



            

			
            
              
			  
			Trenutno ni ocenjenih izdelkov.
Napiši oceno
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  Proizvajalci
  Izberite ...
ALPFRIGO
Coldway
Discover
Dometic
EUROENGEL
HW Group
Lascar
Liebherr
Madgetech
National Lab
Proges Plus
Scanntronik
Sofrigam
TandD
Trotec
WIND2MEASURE





  Hitro iskanje
           
Vpišite ime izdelka, ki ga iščete.
Napredno iskanje    
  


  Kaj je novega?
  
Škatla  2/8°C 13L/24
63,00 €36,60 €


  Informacije o proizvajalcu
  	
	 
	Več izdelkov


	
 






 
	 
         
        	Zadnji izdelki

        	
            		
                    	                    	
                        Škatla  2/8°C 13L/24
                        INITIAL BOX - transportna embalaža 

...
Več o tem
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	Pogoji uporabe
	Vračila
	Dostava
	Izjava o zasebnosti
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                    1235 RADOMLJE                 

                
                    Pošljite nam e-pošto:
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                    041 612 309                
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                    skype: gassko                
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