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               			DHS Dry Heat Sterilization Data Logging System, sistem za merjenje temperature pri visokih ali nizkih temperaturah, od -200 do + 400°C. 


The DHS Data Logging System for Dry Heat Sterilization is an all in one depyrogenation solution that comes equipped with:



• HiTemp140-M12, High Temperature Data Logger

• 36 inch Glass Braided RTD depyrogenation probe with M12 connector and flat probe tip

• ThermoVault Max, Extreme Temperature Thermal Barrier



This system is capable of withstanding and measuring temperatures up to 400 °C, allowing it to record throughout the entire depyrogenation process. The HiTemp140-M12 data logger features the popular rugged steel body design of the HiTemp140 data logger series with the flexibility to utilize dozens of RTD probe options with M12 connection compatibility.



The MadgeTech software allows for fast and easy data logger configuration. Simply insert the data logger into the IFC400 or IFC406 docking station (sold separately), choose either immediate or delay start and the desired reading rate. Insert the data logger onto the ThermoVault Max enclosure and screw the cap back on securely. The device is ready to be deployed.



This system is not IP rated and is for use in dry applications only.


Time vs. Temperature Chart


	Ambient Temperature	Maximum Exposure Time (air)
	-200 °C	128 minutes
	-180 °C	137 minutes
	-160 °C	148 minutes
	-140 °C	163 minutes
	-120 °C	183 minutes
	-100 °C	213 minutes
	-80 °C	263 minutes
	-60 °C	368 minutes
	-40 °C to +140 °C	Indefinitely
	150 °C	601 minutes
	160 °C	468 minutes
	170 °C	396 minutes
	180 °C	348 minutes
	190 °C	313 minutes
	200 °C	286 minutes
	210 °C	265 minutes
	220 °C	247 minutes
	230 °C	233 minutes
	240 °C	220 minutes
	250 °C	209 minutes
	260 °C	200 minutes
	270 °C	192 minutes
	280 °C	184 minutes
	290 °C	178 minutes
	300 °C	172 minutes
	310 °C	166 minutes
	320 °C	161 minutes
	330 °C	157 minutes
	340 °C	153 minutes
	350 °C - 400 °C	60 minutes

			 



 


TEMPERATURE



	Temperature Sensor	36 inch Glass Braided RTD depyrogenation probe
	Temperature Range	-200 °C to +400 °C
	Temperature Resolution	0.0001 Ω, 0.01 °C (0.02 °F)
	Temperature Calibrated Accuracy	±1.2 °C (-200 °C to +400 °C)





GENERAL



	Memory	43,690 readings
	Reading Rate	4 readings per second up to 1 reading every 24 hours
	Baud Rate	125,000
	Battery Life	2 years typical (1 minute reading rate at +25 °C / +77 °F) User Replaceable Battery
	Material	316 Stainless Steel, PTFE, Silicone
	Dimensions	1.75 in OD x 9.6 in L (44.45 mm OD x 243.8 mm L)
	IP Rating	This system is not IP rated and is for use in dry applications only
	Operating Environment	-200 °C to 400 °C %RH to 95 %RH non-condensing
	Required Interface Package	IFC400 or IFC406
	Approvals	CE



            

			
            
              
			  
			Trenutno ni ocenjenih izdelkov.
Napiši oceno
  



  	
    
      
   



			
            

			
        

        
    

        

  




 

 
	 
  		
  
  
    
	
        
      KATEGORIJE


    	
        Temperatura
    	
        Termometri
      
	
        IR termometri
      
	
        Dataloggerji
    	
        GUMBEK
    	
        Dodatna oprema
      
	
        Programska oprema
      


      
	
        EL-USB
      
	
        T & D
      
	
        ENKRATNA UPORABA
      
	
        SCANNTRONIK
      
	
        IMEC TEMPMATE
      
	
        TROTEC
      
	
        MADGETECH
      
	
        MADGETECH Z LCD
      


      
	
        Avtoklav validacijski sistem
      


      
	
        Vlaga
    	
        Vlagomeri
      
	
        Dataloggerji
    	
        GUMBEK
      
	
        EL-USB
      
	
        T & D
      
	
        SCANNTRONIK
      
	
        TROTEC
      
	
        MADGETECH
      


      


      
	
        Monitoring sistemi
    	
        Mrežni - Realno časovni
      
	
        Brezžični - Realno časovni
      
	
        USB - Realno časovni
      
	
        Internet
      
	
        Gumbek
      


      
	
        COVID-19
      
	
        Ostali merilniki
    	
        IR kamere
      
	
        Anemometri
      
	
        Monoksid, dioksid in kisik
      
	
        Emisije
      
	
        Multifunkcijski
      
	
        Pritisk
      
	
        Napetost
      
	
        Tok
      
	
        Dogodki
      
	
        Udarci, premiki, razpoke
      
	
        Veter, dež, voda, zemlja
      
	
        Pregled optičnih sistemov
      
	
        Iskanje in zaznava
      
	
        Puščanje
      
	
        pH
      
	
        Drugi
      


      
	
        21CFR merilniki
      
	
        Hladilniki in zmrzovalniki
      
	
        Izotermalni transport
    	
        Stiropor škatle
      
	
        Večje škatle od 2 do 8°C
      
	
        Večje škatle od 15 do 25°C
      
	
        Prenosne torbe
      
	
        Škatle
      
	
        Mali volumen
      
	
        Srednji volumen
      
	
        Veliki volumen
      
	
        Avtonomni
      
	
        Dodatki
      


      
	
        Izobraževanja in svetovanja
      
	
        Storitve
    	
        Mapiranje in validacije
      
	
        Kvalifikacije
      
	
        Kalibracija temperature
      
	
        Kalibracija vlage
      


      
	
        Discover
      
	
        Baterije
      
	
        Raznobarvno
    	
        Otroška skrb
      
	
        Zaščita pred soncem
      


      
	
        Najem
      
	
        Poslovna darila
      
	
        Izdelek meseca
      
	
        Trotec stroji
    	
        RAZVLAŽEVANJE
    	
        Komercialno razvlaževanje
      
	
        Profesionalno razvlaževanje
      
	
        Industrijsko razvlaževanje
      


      
	
        SUŠENJE
      
	
        VLAŽENJE
      
	
        GRETJE
    	
        ELEKTRIČNO
      
	
        INFRARDEČE
      


      
	
        PREZRAČEVANJE
    	
        AKSIALNI VENTILATORJI
      
	
        RADIALNI VENTILATORJI
      
	
        VETRNI STROJI
      


      
	
        ČIŠČENJE ZRAKA
      
	
        NEVTRALIZACIJA VONJA
      
	
        RESTAVRATORSKO SUŠENJE
      


      
	
        Delovni šotori in pregrade
      



    

    

	
	


  
  


  Proizvajalci
  Izberite ...
ALPFRIGO
Coldway
Discover
Dometic
EUROENGEL
HW Group
Lascar
Liebherr
Madgetech
National Lab
Proges Plus
Scanntronik
Sofrigam
TandD
Trotec
WIND2MEASURE





  Hitro iskanje
           
Vpišite ime izdelka, ki ga iščete.
Napredno iskanje    
  


  Kaj je novega?
  
PIXIE Temp Bluetooth merilnik komplet
326,96 €


  Informacije o proizvajalcu
  	
	 
	Več izdelkov
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                        Škatla  2/8°C 13L/24
                        INITIAL BOX - transportna embalaža 
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Več o tem
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                    1235 RADOMLJE                 

                
                    Pošljite nam e-pošto:
                    

                    info@repa.si
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                    041 612 309                
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                    skype: gassko                
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